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Parker TK Series Hydraulic 
35.4 HP Motor - Chain and 

Roller Conveyor Drive
Part Number: P-C2035
Description: Parker TK series hydraulic motor, ideal as a replacement drive for chain and roller 

conveyors. This robust, low-speed motor delivers 35.4 HP, 23,540 lb/in max torque, and 
features a 1-1/2" keyed shaft, and 7,500 lb side load capacity for heavy-duty car wash 
applications

Price: $2,949.99

Detailed Description
The P-C2035 Chain and Roller Conveyor Drive Motor (MPN: TK1000K5320ABAP) is a high-
performance hydraulic motor designed as a direct replacement for demanding conveyor 
systems in car wash tunnels. Manufactured by Parker, a leader in motion and control 
technologies, this motor is a key component of their renowned TK series, specifically 
engineered for heavy-duty applications requiring exceptional strength and durability.

 

This motor excels in low-speed operations, providing a robust solution for driving chain and 
roller conveyors. Its robust construction is a standout feature, ensuring continuous oil flow 
across the splines which significantly contributes to a longer operational lifespan. The design 
also grants it a superior side load capacity of 7,500 lb, making it resilient against the stresses 
inherent in conveyor systems. Operators will also appreciate its smooth, extra low-speed 
operation, which contributes to reliable and consistent conveyor movement.

 

Crucially, this hydraulic motor does not require a case drain, simplifying plumbing and 
installation. It comes equipped with a high-pressure shaft seal for enhanced reliability and 
includes a 1-1/2" keyed shaft for secure connection to conveyor sprockets. With standard 
SAE CC 4-bolt mounting and standard rotation, integration into existing systems is 
straightforward.

Specifications
• Manufacturer Part Number (MPN): TK1000K5320ABAP

• Product Type: Hydraulic Drive Motor

• Series: Parker TK Series

• Geometric Displacement: 1,000 cm³/rev

• Max Speed: 218 rev/min

• Max Supply Pressure: 4,750 PSI

• Max Performance: 35.4 HP

• Max Oil Flow: 60 GPM

• Max Differential Pressure: 2,750 PSI

• Max Torque: 23,540 lb/in

• Shaft: 1-1/2" Keyed

• Side Load Capacity: 7,500 lb

• Length: 13-½"

• Mounting: Standard SAE CC 4 Bolt Mounting

• Rotation: Standard

Instillation
Installation/Operation Manual

Technical Information
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