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*Prices subject to change without notice and do not include tax, shipping, or installation

3/8" X 3-5/8" Stainless Steel 
Shock Pin

Part Number: P-M2048
Description: Stainless steel shock pin measuring 3/8" in diameter and 3-5/8" in length, featuring a 

1/8" cotter pin hole for securing shocks and arms in the wash tunnel

Price: $12.0

Detailed Description
The 3/8" x 3-5/8" Stainless Shock Pin is a critical piece of hardware designed for securely 
mounting shock absorbers or dampeners within the wash tunnel equipment, often used on 
applicator arms.

Constructed from highly durable stainless steel, this pin offers superior resistance to rust and 
corrosion, ensuring a long service life despite constant exposure to water and chemicals.

The pin is precisely manufactured with a 3/8" diameter and a 3-5/8" length. It is designed to 
be inserted through the 3/8" bushings on the ends of the arm shocks. The end features a 1/8" 
diameter hole for the insertion of a cotter pin, which locks the shock pin securely in place, 
preventing movement and ensuring the shock remains connected to the frame or moving 
arm.

Specifications
• Product Type: Shock Mounting Pin

• Material: Stainless Steel

• Pin Diameter: 3/8"

• Length: 3-5/8"

• Cotter Pin Hole Diameter: 1/8"

• Function: Secures shock absorbers/dampeners to equipment arms and frames.


