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Sales: (616) 494-0411 • Support: (616) 795-4892 
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*Prices subject to change without notice and do not include tax, shipping, or installation

3/8" Brass Hydraulic Quick 
Connect Fitting

Part Number: P-SE-PG-206
Description: Deliver maximum flow capacity with minimal pressure drop using the Parker Hannifin 

BST-N3M ST Series Quick Coupling Nipple.

Price: $7.39

Detailed Description
In Tommy Car Wash Systems operations, reliable fluid connections are essential for daily 
facility upkeep and preventive maintenance. The BST-N3M quick coupling is deployed in both 
the Bay Cleaning Pump Station and the Maintenance POD. Its durable brass construction 
withstands continuous exposure to wash chemical solutions, high-pressure water streams, 
and rough handling, allowing site technicians to connect and disconnect pressure hoses and 
washdown wands instantly without restricting flow. Precision-machined from solid brass, this 
unvalved, straight-through quick disconnect nipple provides an unrestricted fluid path for 
high-volume liquid transfer and system pressure washing.

Key features and benefits include:

• High-Flow Unvalved Design: Smooth, open bore eliminates internal valving, ensuring 
maximum fluid flow and virtually zero pressure drop during operation.

• Corrosion-Resistant Solid Brass Body: Built to endure high-humidity environments, 
harsh wash chemicals, and constant exposure to rinse water.

• 3/8" Male NPT Thread: Standardized connection size integrates effortlessly into 
commercial pressure-wash hoses, pump manifolds, and spray wands.

• Durable Locking Connection: Mates securely with Parker ST Series 3/8" couplers, 
providing a leak-free seal capable of handling demanding commercial duty cycles.

• Easy Maintenance & Flush: Unvalved design allows quick line flushing and prevents 
clogs from particulate matter or chemical buildup.

Specifications
• End 1: 3/8" Male NPT

• End 2: 3/8" Quick Connect

• Flow Rate: 12 GPM

• Operating Temp. Range: -40F-250F

• Max Pressure: 2,700 PSI

• Valve Type: Unvalved

• Material: Brass


