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Air Actuated Hydra-Flex 
Cannon Valve (3000925 A)

Part Number: P-HFI-239
Description: This replacement part is a key component of the Hydra-Cannon injector system and the 

Hydra-Flex Aqua-Lab chemical dispensing system

Price: $316.44

Detailed Description
The P-HFI-239 Air Actuated Hydra-Flex Valve is an essential control component for chemical 
and foaming systems in a car wash. Its air-actuated design allows it to be remotely controlled 
with a pneumatic signal, providing precise and reliable ON/OFF control of the fluid and air 
mixture used to create foam in the Hydra-Cannon (P-HFI-259).

 

Constructed from high-quality stainless steel, this valve offers superior resistance to 
corrosion and is built to withstand the constant exposure to water and a wide range of harsh 
car wash chemicals. The included quick connect fitting simplifies installation, allowing for a 
fast and secure replacement. The valve is also supplied with a black plastic piece, ensuring a 
complete assembly for installation.

 

As a direct replacement part, this valve ensures seamless integration and optimal 
performance within the Hydra-Flex Aqua-Lab chemical dispensing system.

Key features and benefits include:

• Automated Pneumatic Control: The air-actuated design integrates seamlessly with 
tunnel controllers, receiving quick air signals for instantaneous, precise chemical injection.

• Premium Stainless Steel Construction: Built to survive high-humidity pump vaults and 
corrosive chemical environments without oxidation, internal pitting, or premature 
degradation.

• Optimal Foam Generation Management: Ensures a tight seal to maintain the delicate 
fluid/air balance required to generate thick, clingy foam blankets at the arch.

• Complete Drop-In Retrofit Kit: Includes a heavy-duty quick-connect fitting and the 
required black plastic mounting/alignment piece, reducing field labor during scheduled 
maintenance overhauls.

• Direct OEM Fitment: Fully compatible with Hydra-Flex Aqua-Lab MD, XD Gen1, and SD 
Gen2 chemical delivery setups, guaranteeing zero system disruption.

Specifications
• Product Type: Air Actuated Cannon Valve

• Brand: Hydra-Flex

• Manufacturer Part Number (MPN): 3000925 A

• Item Number: 40011496

• Material: Stainless Steel

• Operation: Air Actuated

• Weight: 1 lb.

• Includes: Quick Connect Fitting, Black Plastic Piece

• Application: Hydra-Cannon Injector System, Hydra-Flex Aqua-Lab

https://shop.tommycarwash.com/P-HFI-259-Cannon-Assembly

