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*Prices subject to change without notice and do not include tax, shipping, or installation

1" Male X 1/2" Female Reducer 
Bushing

Part Number: P-WAT-2265
Description: Maintain the integrity of your high-pressure fluid delivery systems with the 1" MNPT x 

1/2" FNPT 150 lb Stainless Steel Threaded Hex Bushing. Designed for durability in harsh 
environments, this bushing is a critical component used within the plumbing architecture 
of the Tommy Car Wash Systems All-In-One (AIO) Pump Station.

Price: $5.77

Detailed Description
Whether you are performing routine maintenance on your manifold assemblies or executing a 
system upgrade, using high-quality 304 stainless steel fittings is essential to prevent galvanic 
corrosion and leaks. This hex bushing provides a secure, leak-proof transition between 
different pipe sizes, ensuring that your chemical injection and high-pressure water lines 
remain pressurized and reliable under the demanding conditions of a busy car wash 
backroom.

Key features and benefits include:

• Corrosion-Resistant Construction: Manufactured from 304-grade stainless steel to resist 
oxidation and chemical degradation, making it ideal for the high-humidity, surfactant-rich 
environment of a wash equipment vault.

• Precision Machined Threads: Engineered with exact NPT (National Pipe Taper) threading 
to ensure a vibration-resistant, airtight seal.

• Hexagonal Head Profile: Features a standard hex-head design, allowing for easy 
installation and removal with a standard wrench, even in tight equipment spaces.

• Reliable Pressure Rating: Rated for 150 lb service, providing the structural strength 
required for the fluid-handling loops in your All-In-One Pump Station.

Specifications
• End 1: 1" Male NPT

• End 2: 1/2" Female NPT

• Class: 150 lb.

• Material: Stainless Steel

• Grade: 304

• Dimensions: 1-1/16" X 1-3/8"


