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TeSys LU9GC3 Modbus Hub (8

Functions)

Part Number: CCS-LU9GC3

Description: Designed for serial link communication. It features 10 RJ45 connectors (8 for tap-off, 2
for daisy chain) and 1 screw terminal block for the Modbus trunk cable, supporting up to
8 connections

Price: $385.22

Detailed DescriBItion

The LU9GC3 TeSys Modbus Hub is a crucial component for industrial control systems,
particularly within the TeSys Ultra range, designed to facilitate efficient Modbus serial link
communication. This compact and versatile Modbus splitter block allows for the expansion
and organization of Modbus networks.

The hub is equipped with a total of 10 RJ45 connectors: 8 of these are designed for "tap-off"
connections, allowing individual devices to connect to the Modbus network, while the
remaining 2 RJ45 connectors are for "daisy chain" configurations, enabling the extension of
the network to other hubs or devices. Additionally, it provides 1 screw terminal block (4-point)
specifically for connecting the main Modbus trunk cable, offering a robust and reliable wiring
option.

With a capability to support a maximum of 8 connections, the LU9GC3 ensures effective
communication and data exchange within a Modbus setup. Its compact design and flexible
mounting options—it can be clipped onto a 35mm DIN rail or fixed by 2 screws on a panel—
make it highly adaptable for various control panel layouts and installations. The hub's robust
construction and compliance with relevant standards ensure reliable performance in
industrial environments. It is a Green Premium product, reflecting its environmental
considerations.

Specifications

Product Type: Modbus Hub
Manufacturer Part Number (MPN): LU9GC3
Brand/Series: TeSys Ultra (Schneider Electric)
Device Short Name: LU9G
Product or Component Type: Modbus hub
Maximum Number of Connections: 8
Connectors:
° 10 x RJ45 connectors (8 for tap-off, 2 for daisy chain)
o 1 x 4-point screw terminal block (for Modbus trunk cable)
Net Weight: 0.57 Ib (0.26 kg)
Dimensions (Package 1): 1.97" H x 3.54" W x 8.07" L (5.000 cm x 9.000 cm x 20.500 cm)
Package 1 Weight: 11.570 oz (328 g)
Mounting: Clip-on 35mm DIN rail or fixed by 2 screws on panel
Standards/Compliance: EU RoHS Directive Compliant, REACh Regulation
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