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IDEC HW Series 3-Position 
Selector Switch - White, 2 
Normally Open Contacts

Part Number: CCS-HW1F-3F20Q0-W
Description: IDEC HW Series 3-Position Selector Switch (HW1F-3F20Q0-W) - White, 2 NO Contacts, 

Non-Illuminated, 22mm panel mount

Price: $53.57

Detailed Description
The HW1F-3F20Q0-W is a robust IDEC HW Series 3-position selector switch, commonly 
utilized in various commercial applications such as within a car wash, to control the backup 
starter and Guardian Control systems. This panel-mounted control switch features a clean 
white plastic head and is designed for reliable operation.

Engineered for durability, this switch has a voltage rating of 600 VAC and a current rating of 
10 A. It requires a standard 22 mm mounting hole and features a secure, tamperproof 
mounting style. The contacts are screw termination for easy wiring and are stackable for 
flexible configurations. With an IP20 protection rating and an operating temperature range of 
-13°F to 122°F, it's suitable for demanding environments.

Specifications
• Series: IDEC HW Series Oiltight Switches & Pilot Devices

• Number of Positions: 3

• Contact Configuration: 2 Normally Open (2 N/O)

• Illumination: Non-Illuminated (No LED)

• Voltage Rating: 600 VAC

• Current Rating: 10 A

• Mounting Hole Size: 22 mm

• Mounting Style: Panel Mount, Tamperproof

• Termination Style: Screw

• Contact Block: Stackable

• Material: Plastic (Switch head)

• Color: White (Switch head)

• Operating Temperature Range: -13°F to 122°F (-25°C to 50°C)

• IP Protection: IP20
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