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Tire Shine Hydraulic Power 
Unit 2 HP Kit

Part Number: P-SE-2117-K
Description: Custom-specified for Tommy Equipment to power the Tire Shine system. It features a 

1.6-gallon reservoir, delivers a nominal flow of 3.8 GPM at a maximum pressure of 
750 PSI

Price: $850.0

Detailed Description
This hydraulic power unit (HPU) is the core mechanical component responsible for 
generating the fluid pressure and flow necessary to operate the hydraulic cylinders or motors 
of the car wash's tire shine application system. The pump is a compact, single-stage unit 
specifically built to meet the rigorous demands and specifications of Tommy Equipment.

 

The HPU is driven by a 2 HP motor that runs at 3,450 RPM and operates on standard 
commercial 230/460 VAC,3-Phase power. The unit features a durable aluminum center 
adapter that acts as a manifold, housing a load-holding check valve and a VM01 cartridge 
relief valve, which is crucial for setting and maintaining a safe maximum system pressure of 
750 PSI.

 

The complete kit includes two essential fittings: 3/8" Male ORB x 1/2" MJIC Elbow-SS fittings, 
which facilitate the connection of hydraulic lines. The unit's 1.6 gallon reservoir capacity and 
3.8 GPM flow rate are optimized for the precise, controlled operation of the tire shine 
hydraulic functions.

 

This hydraulic power unit kit includes the power unit itself as well as two 3/8" Male ORB X 
1/2" MJIC stainless elbows (P-WAT-2343).

Specifications
• Product Type: Compact Hydraulic Power Unit (HPU)

• Manufacturer/Model: Monarch (Tommy Spec)

• Application: Powering Tommy Tire Shine Hydraulic System

• Horsepower (HP): 2 HP

• Nominal Flow: 3.8 GPM

• Max. Pressure: 750 PSI

• Voltage: 230/460 VAC

• Phase: 3 Phase

• Full Load Amps (FLA): 6.0 A (230 V) / 3.0 A (460 V)

• Reservoir Capacity: 1.6 gallons

• Speed (RPM): 3,450 RPM

• Pressure/Return Ports: 9/16"−18 (SAE 6)

• Mounting: Horizontal

• Included Kit Components: Two 3/8" Male ORB x 1/2" MJIC Elbow-SS fittings

• Built-In Features: Load Holding Check Valve, VM01 Cartridge Relief Valve

• Overall Dimensions (Approximate): 27−3/32" (L) x 9−3/32" (W) x 8−15/16" (H)
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