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Releco C10-A1x Series 24VAC 
Interface and General Purpose 

Relay
Part Number: CCS-R6652
Description: Releco C10-A1x 24VAC Interface Relay - 1 Changeover Contact (SPDT), 10A, 5-Prong 

Plug-in

Price: $24.31

Detailed Description
Compact and reliable 24VAC Releco C10-A1x series plug-in interface relay, suitable for a 
wide range of applications, including the Vehicle Wash Rate Monitor in wash tunnels. This 
general-purpose relay is designed for secure electrical current handling, featuring 5 
Faston .187 prongs on one end for robust connection to a compatible socket (e.g., S10, S10-
P).

It provides 1 changeover contact (SPDT equivalent) with a significant contact rating of 10 A 
at 250 V AC-1. The relay's coil has a nominal power of 1.1 VA, with a coil resistance of 290 
Ohm and a current of 45 mA at 24VAC. It offers excellent insulation, with 5 kV between 
contact and coil and 1 G insulation resistance at 500 V.

The CCS-R6652 is built to withstand diverse industrial conditions, operating reliably within a 
wide ambient temperature range of -40°F to 158°F (-40°C to 70°C). It boasts a mechanical 
life of 10 million operations for AC circuits, ensuring long-term performance.

Specifications
Please refer to the webpage for the detailed item specs.
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