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Phoenix UNO Power Supply 
2.5A 60W

Part Number: CCS-2902992
Description: Maximize space in your control cabinet without sacrificing reliability. The Phoenix Contact 

is a primary-switched UNO POWER supply designed to provide high power density in a 
compact form factor.

Price: $70.0

Detailed Description
This 24 V power supply is used in multiple applications of the wash including in the main 
control center 1 application and the LPR units. This specific power supply has a output 
current of 2.5 A and an output power of 60 W. These power supplies have a high power 
density design that is ideal for use in compact control boxes. They have a high degree of 
efficiency and low idling losses that ensure a high level of energy efficiency when in use. 
Thanks to a high efficiency rating of 90%, just a small amount of electrical energy can be 
converted into heat energy. 

Key features and benefits include:

• High Power Density: Provides 60W of power from a housing just 35mm wide—up to 20% 
more space-efficient than comparable power supplies.

• Maximum Energy Efficiency: Optimized efficiency across the entire operating range 
reduces heat buildup in the cabinet and lowers energy costs.

• Global Compatibility: The wide-range input (85V AC to 264V AC) allows for worldwide 
use on nearly any power grid.

• Rugged Temperature Performance: Tested for start-up at -40°C and operational up to 
+70°C, making it suitable for outdoor enclosures and harsh environments.

• NEC Class 2 Certified: Meets stringent safety standards (UL 1310), allowing for simplified 
wiring and reduced safety testing requirements in many jurisdictions.

• MTBF > 785,000 Hours: Long-term reliability ensured by high-quality components and 
industrial-grade construction.

Specifications
• Output Current: 2.5 A

• Output Power: 60 W

• Output Voltage: 24 VDC

• Number of Outputs: 1 Output

• Input Voltage: 85-264 VAC

• Operating Temp. Range: -13°F-158°F

• Efficiency: 90%

• Housing Material: Polycarbonate

• Dimensions: 3-1/2" X 1-3/8" X 3-1/2"

Instillation
Data Sheet

https://media.digikey.com/pdf/Data%20Sheets/Phoenix%20Contact%20PDFs/2902992.pdf

