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110V Relay with Plug-in-Fuse
Part Number: CCS-RSL1PVFU
Description: In Tommy Car Wash Systems, the Schneider Electric RSL1PVFU Zelio/Harmony Slim 

Interface Relay is installed inside the Entrance Module Control Box and main tunnel 
junction enclosures.

Price: $20.0

Detailed Description
A pre-assembled, industrial-grade electromechanical relay and DIN-rail socket module 
engineered for high-density control panels. At just 6.2 mm wide, this ultra-slim interface relay 
maximizes enclosure space while delivering dependable 6 Amp SPDT (1 Form C) switching 
capacity. It features an integrated LED status indicator, surge suppression/protection circuitry, 
and vibration-resistant screw terminal connections. It acts as an isolation and signal-
conditioning interface between 24V/110V PLC logic outputs and field actuators—reliably 
triggering entrance gate arms, photo-eye sensors, tire prep arches, and entrance status sign 
lights in wet, high-vibration wash bay environments.

Key features and benefits include:

• Ultra-Slim 6.2 mm Profile: Saves critical DIN rail space inside compact junction boxes 
and entrance control enclosures.

• Pre-Assembled Plug-in Module: Combines a 60V DC slim relay with a 110V AC/DC 
screw-socket interface for fast "plug-and-play" installation and maintenance.

• Integrated LED & Protection Circuit: High-visibility status LED provides instant 
diagnostic feedback for night/day operation, complemented by built-in coil protection 
against voltage spikes.

• Silver Alloy (AgSnO2) Contacts: Premium 6A contacts resist welding and arcing caused 
by inductive solenoid and lighting loads.

• Rugged Screw Terminal Connections: Accepts solid or stranded AWG 24 to AWG 14 
wiring with secure clamp-style terminal screws.

Specifications
• Supply Voltage: 110 V AC/DC

• Input Voltage: 60VDC

• Contacts Type: 1 C/O

• Minimum Switching Current: 100 mA

• Maximum Switching Voltage: 277 V

• Switching Voltage: 12 V

• Load Current: 6 A

• Temp. Range: -40F-158F

Instillation
Data Sheet

https://assets.alliedelec.com/v1584620857/Datasheets/79f6424259479cba423bf9a4b85368e1.pdf

