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2" MNPT x 1" FNPT Reducer 
Bushing - PVC Schedule 80

Part Number: P-WAT-2301
Description: Features a 2" Male NPT connection on one end and a 1" Female NPT connection on the 

other. This corrosion-resistant fitting is commonly used in the 400 Gallon Water Tanks 
and the Belt Flush System

Price: $10.99

Detailed Description
This Schedule 80 PVC threaded reducer bushing is a high-strength component used to 
downsize the pipe diameter within the car wash plumbing system. Its specific application 
includes connecting components on the large water storage tanks and within the belt flush 
systems where a transition from a 2" pipe to a 1" pipe is required.

The fitting is made from durable PVC (Polyvinyl Chloride) material, which is critical for the car 
wash environment as it is immune to rust, scaling, pitting, or corrosion caused by water and 
chemical exposure. Being Schedule 80, the bushing has thicker walls than standard 
Schedule 40 fittings, allowing it to safely handle a maximum operating pressure of 200 PSI.

The 2" Male NPT threads on one end screw directly into a larger female port, while the 1" 
Female NPT threads on the other accept the smaller 1" pipe or fitting. This lightweight, 
maintenance-free design ensures easy installation using PTFE tape for a secure, leak-free 
system and is suitable for operating temperatures between 32F and 140F.

Specifications
• Manufacturer Part No.: 839-249 (Item 6MV72)

• Product Type: Reducer Bushing (Threaded × Threaded)

• Fitting Material: PVC Plastic

• Schedule: 80

• Fitting Side A (End 1): 2" Nominal Pipe Size, Male NPT (MNPT)

• Fitting Side B (End 2): 1" Nominal Pipe Size, Female NPT (FNPT)

• Max Operating Pressure: 200 PSI

• Operating Temp. Range: 32F−140F

• Color: Gray

• Overall Length: 1−21/50"(1.42")

• Hex Size (Nominal): 2−59/100"

• Key Features: Corrosion Resistant, Lightweight, Maintenance Free


