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Bimba M4V210-016-8E: 24VDC 
120mA Solenoid Coil for 11mm 

DIN Connectors, IP65
Part Number: P-AIR-2213
Description: 24VDC, 120mA solenoid coil, compatible with M3V/M4V 200/300/400, MGV, and M3V 

series solenoids. It features IP65 protection and is designed for 11mm DIN connectors

Price: $13.95

Detailed Description
The Bimba M4V210-016-8E Solenoid Coil is a vital electrical component specifically 
designed for use in pneumatic solenoid valves, commonly found in applications like car wash 
systems. This DC coil operates on 24 VDC, with a tested voltage range of 20.4 to 26.4 VDC 
and an amperage of 120mA, consuming 3.0W of power. Its robust construction includes an 
IP65 protection rating, ensuring it is dust-tight and protected against low-pressure water jets, 
making it suitable for demanding environments.

This coil is engineered for compatibility with a wide range of solenoid valves, including 
M3V200/300/400, M4V200/300/400, MGV, and M3V series solenoids. A key feature is its 
design for DIN connectors. While most descriptions indicate compatibility with 11 MM DIN 
connectors, some information also suggests a 9.4MM DIN connection, a detail to confirm for 
precise application. This coil is an essential part for ensuring the proper and reliable function 
of solenoid-controlled pneumatic systems.

Specifications
• MPN: M4V210-016-8E

• Product Type: Solenoid Coil (DC)

• Manufacturer: Bimba

• Nominal Voltage: 24 VDC 

• Voltage Range: 20.4 - 26.4 VDC 

• Amperage: 120 mA 

• Power Consumption: 3.0W 

• Protection Rating: IP65 

• Connector Type: Designed for DIN Connectors (11 MM DIN, with some information 
suggesting 9.4MM DIN) 

• Compatibility: M3V200/300/400 Series Solenoids, M4V200/300/400 Series Solenoids, 
MGV Solenoids, M3V Solenoids 


