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2" Socket Weld x 1-1/4" FNPT 
Reducer Bushing PVC

Part Number: P-WAT-2547
Description: Made from durable Schedule 80 PVC. This fitting is designed to reduce pipe size 

effectively and is commonly used in water treatment centers and RO units within the car 
wash

Price: $8.79

Detailed Description
The 2" Socket Weld x 1-1/4" FNPT Reducer Bushing is a robust and essential fitting for 
transitioning between different pipe sizes in fluid handling systems. Constructed from high-
quality PVC (Polyvinyl Chloride) and manufactured to Schedule 80 specifications, this 
reducer bushing offers superior strength, durability, and resistance to corrosion, making it 
ideal for demanding applications.

 

The Schedule 80 rating indicates a thicker wall compared to standard PVC, allowing it to 
withstand higher pressures and provide enhanced rigidity, crucial for reliable performance in 
water treatment and distribution. This bushing features a 2-inch Socket Weld connection on 
one end, designed for solvent cement joining with a 2-inch pipe for a strong, leak-proof bond. 
The other end is a 1-1/4-inch FNPT, providing a secure threaded connection for 1-1/4" male 
threaded components.

 

This reducer bushing is widely utilized within water treatment centers and RO (Reverse 
Osmosis) units in car wash systems. Its ability to effectively reduce pipe diameter while 
maintaining system integrity is critical for optimizing flow and pressure where different pipe 
sizes are required.

Specifications
• Product Type: Reducer Bushing

• Material: PVC (Polyvinyl Chloride)

• Schedule: Schedule 80 (Sch. 80)

• Connection 1: 2" Socket Weld

• Connection 2: 1-1/4" FNPT 

• Application: Water treatment centers, RO units in car wash systems.


