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Tommy Car Wash Systems
648 S POINT RDG

HOLLAND, MI 49423-9418 • United States

Sales: (616) 494-0411 • Support: (616) 795-4892 

sales@tommycarwash.com | www.tommycarwash.com

*Prices subject to change without notice and do not include tax, shipping, or installation

64" x 3/4" FJIC Stainless Steel 
Tough Cover High-Pressure 

Hose
Part Number: P-WAT-2634
Description: Heavy-duty Hydraulic-Grade High-Pressure Hose Assembly specifically designed for 

high-flow water delivery and harsh tunnel environments

Price: $136.99

Detailed Description
The P-WAT-2634 is a high-performance hose assembly engineered to withstand the rigorous 
demands of car wash high-pressure systems. Measuring 64 inches in total length (OAL), this 
3/4-inch ID hose is built with a "Tough Cover"—a specialized MSHA-certified outer layer that 
provides exceptional resistance to abrasion, ozone, and the chemical-rich atmosphere of a 
car wash tunnel.

The hose ends are fitted with 3/4" Female JIC Swivel connections made from Stainless Steel. 
The use of stainless steel ensures that the fittings will not rust or seize over time, which is a 
common failure point in high-moisture environments. The JIC swivel design allows for easy 
installation without twisting the hose, ensuring a long-lasting, leak-free seal.

Tommy Car Wash System Application

Within Tommy Car Wash Systems, this hose is a critical component of the High Pressure 
Rinse Feed Assembly. It serves as the primary flexible link between the main high-pressure 
supply manifolds and the rinse arches or pre-blaster assemblies. Its length and flexibility are 
optimized to handle the vibration and pressure surges of the pump station while routing water 
to the spray nozzles.

Specifications
• Product Type: High-Pressure Hose Assembly

• Hose ID (Inside Diameter): 3/4 inch

• Hose OD (Outside Diameter): Approx. 1-1/8 inches

• Overall Length: 64 inches (Note: Often referred to as 60" hose length + fittings)

• Fittings: 3/4" Female JIC Swivel (1-1/16-12 Thread)

• Fitting Material: Stainless Steel (304/316)

• Hose Construction: 2-Wire Steel Braid Reinforcement

• Cover Type: "Tough Cover" (High Abrasion Resistance / MSHA Certified)

• Working Pressure: Up to 4,350 PSI (standard for 2-wire 3/4" hose)

• Temperature Range: -40°F to 212°F

• Minimum Bend Radius: 4-3/4 inches


