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3/8" Male NPT X 1/2" Tubing 
Fitting

Part Number: P-WAT-2723
Description: Streamline your chemical management panels and maintain exact pneumatic control 

with the genuine 3/8" MPT x ½" Push-to-Connect, Fitting (Part #: 3000526). Specially 
utilized across premium backroom architectures at Tommy Car Wash Systems, this 
straight male connector is a key component inside the Detergent PODs, Maintenance 
PODs, and the FloPro Panel setups. It ensures quick, dependable connections for pilot 
air lines and low-pressure chemical delivery loops.

Price: $8.11

Detailed Description
The utility walls of a commercial car wash backroom host dense networks of plumbing and 
control manifolds. Built to survive continuous exposure to moisture and detergent mist, this 
adapter bridges rigid 3/8" female NPT manifold blocks cleanly into flexible 1/2" OD tubing 
systems. The integrated push-to-connect side features an internal locking mechanism that 
anchors the hose firmly against pressure fluctuations without damaging the outer tube wall.

Key features and benefits include:

• Time-Saving One-Touch Connection: The push-fit collar allows maintenance technicians 
to secure 1/2" OD pneumatic or chemical lines instantly, cutting panel service times down 
significantly.

• Trouble-Free Removals: Demands remarkably low disconnection force when servicing 
panels, helping prevent the internal chuck from biting into or ruining reusable tubing.

• Precision Machined Threads: Engineered with a clean 3/8" Male Pipe Thread (MPT/NPT) 
to prevent stripping and ensure a concentric, tight mechanical joint into valve blocks.

• Multi-Platform Backroom Compatibility: Direct drop-in component size used 
consistently within Tommy Car Wash POD structures and main FloPro fluid routing panels.

Specifications
• Part Number: 3000526

• Fitting Profile: Straight Adapter

• Connection End 1: 3/8" Male NPT / MPT (Male Pipe Thread)

• Connection End 2: 1/2" Push-to-Connect / Push-In Tube OD

• System Integration: Tommy Car Wash Maintenance PODs, Detergent PODs, and central 
FloPro backroom panels.


