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Hydraulic Speed Controller 
(1/2" NPT, 0-16 GPM, 3000 PSI)

Part Number: P-HYD-2083
Description: Hydraulic speed controller for car wash power units. It precisely adjusts brush speed and 

torque, featuring a built-in pressure relief bypass and maintaining constant flow up to 
3,000 PSI

Price: $268.75

Detailed Description
The Hydraulic Speed Controller is a critical component found within every car wash hydraulic 
power unit, designed to provide precise control over the speed and torque of brushes and 
various other hydraulic equipment. This versatile controller ensures optimal performance and 
adaptability for your wash operations.

 

Operating by regulating the amount of hydraulic fluid flow delivered to the equipment, this 
controller allows for easy adjustment of brush speed. A convenient lever labeled 0-10 
provides intuitive control: setting it to '0' bypasses all fluid directly back to the tank, effectively 
stopping the brushes, while '10' allows maximum flow for the fastest possible brush spin. A 
notable feature is its ability to maintain constant flow regardless of pressure fluctuations, 
ensuring consistent operation.

 

Integrated into the controller is a built-in pressure relief mechanism that safely bypasses 
excess oil back into the tank. Additionally, an accessible Allen screw on top of the unit allows 
for adjustment of the relief pressure, which directly influences the motor's torque. This 
adjustability is crucial if brushes begin to slow down or stall under load, allowing operators to 
increase system pressure to maintain consistent performance. For troubleshooting, a brief 
turn of the speed adjustment to '0' can sometimes flush out minor debris causing inconsistent 
speeds.

 

Constructed from a robust cast iron body and featuring a durable 416 stainless steel reel, this 
controller is built for longevity in demanding hydraulic environments.

Specifications
• Product Type: Hydraulic Speed Controller

• Max Pressure: 3,000 PSI

• Port Size: 1/2" NPT

• Flow Setting Range: 0-16 GPM

• Material: Cast Iron (Body), 416 Stainless Steel (Reel)

• Controls: Speed adjustment lever, Pressure relief Allen screw

• Bypass: Built-in pressure relief bypass to tank

Instillation
Speed Controller Information

https://tommycarwash.zendesk.com/hc/en-us/article_attachments/360039074893/HYDRAULIC_SPEED_CONTROLLER.pdf

