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Hydraflex VersaDial Single 
Injector (0.75 GPM, Tan, 3/8" 

MNPT)
Part Number: P-CHE-2168
Description: 0.75GPM injector for the VersaDial Detergent POD. Made from a corrosion-resistant 

composite, it withstands aggressive car wash chemicals, features a 3/8" Male NPT 
outlet, and operates up to 250 PSI within 40-140°F

Price: $129.0

Detailed Description
The Hydraflex Injector for Versadial (MPN: 717051) is a high-quality, single 0.75 GPM 
chemical injector specifically engineered for precise chemical dosing in the VersaDial 
Detergent POD within the car wash tunnel. This injector is built to deliver reliable and 
consistent performance, even when exposed to the most aggressive and common car wash 
chemicals.

Both the body and nozzle of this injector are constructed from a specialized composite 
material that has been rigorously tested to ensure superior corrosion resistance. This robust 
design extends the injector's operational lifespan and maintains optimal performance in 
challenging chemical environments.

The injector provides a precise flow rate of 0.75 GPM, clearly identified by its tan color coding 
to simplify matching within the VersaDial system. It features a single barb, designed for one 
chemical line. The outlet connection is 3/8" Male NPT, ensuring straightforward integration 
into existing plumbing. Designed for efficiency, it can handle a maximum pressure of 250 PSI 
and functions reliably within an operating temperature range of 40°F to 140°F. Its compact 
dimensions of 2-1/2" L X 3/4" W X 1-3/4" H allow for easy installation in space-constrained 
areas.

Specifications
• Product Type: Chemical Injector

• MPN: 717051

• Model: VersaDial Single Injector

• Application: VersaDial Detergent POD in wash tunnel.

• Flow Rate: 0.75 GPM

• Color: Tan (color-coded to match flow rate)

• Max Pressure: 250 PSI

• Outlet Connection Size: 3/8" Male NPT

• Operating Temp. Range: 40°F - 140°F (4°C - 60°C)

• Number of Barbs: 1 (Single)

• Material (Body/Nozzle): Corrosion-resistant Composite

• Dimensions: 2-1/2" L x 3/4" W x 1-3/4" H
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