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Tommy Car Wash Systems
648 S POINT RDG

HOLLAND, MI 49423-9418 • United States

Sales: (616) 494-0411 • Support: (616) 795-4892 

sales@tommycarwash.com | www.tommycarwash.com

*Prices subject to change without notice and do not include tax, shipping, or installation

Micro HDMI to HDMI Nylon 
Adapter

Part Number: P-ELE-2056
Description: Ensure your customer-facing lane terminals maintain clear, uninterrupted video feeds. 

The JSAUX Micro HDMI to HDMI Adapter Cable is the critical hardware link utilized 
within Tommy Car Wash Systems' Entrance and Exit Modules to adapt single-board site 
microcomputers, such as the Raspberry Pi 4 or Pi 5, to standard full-sized display 
cables.

*All closeout items are final sale and returns or warranty claims will not be accepted. 
Please contact Client Services at (616) 795-4893 with any questions.

 

Price: $10.07

Detailed Description
In heavy-use entry kiosks and exit lane arches, computer hardware continuously drives high-
definition payment menus, gate barrier statuses, and driver instruction screens. Because 
these compact control boards depend on miniature Micro HDMI (Type D) outputs, standard 
heavy-gauge HDMI lines cannot plug in directly. The JSAUX adapter bridges this layout 
seamlessly, establishing a vibration-resistant interface built to withstand the constant thermal 
changes and enclosure shifting common in commercial wash environments.

 

Key features and benefits include:

 

• 4K Ultra-HD Video Alignment: Fully compatible with premium high-speed video 
standards, supporting 4K @ 60Hz, HDR, 3D, and Dolby Audio up to 18Gbps for crisp 
graphic text on driver terminal displays.

• Triple Tin Shielding & 32AWG Core: Features a premium 32AWG oxygen-free copper 
core wrapped in a triple-layer tin shield, completely blocking electromagnetic interference 
(EMI) caused by high-voltage backroom electrical lines and gate motor relays.

• Nylon Braided Outer Jacket: Wrapped in an advanced, double-braided nylon jacket 
tested to survive over 5,000 insertion and removal cycles while handling heavy physical 
tension inside tight panels.

• Aluminum Alloy Shell & Gold Plating: Outfitted with an oxidized aluminum alloy housing 
and 24K gold-plated connectors to prevent surface corrosion in humid, outdoor-exposed 
utility boxes.

 

 

*All closeout items are final sale and returns or warranty claims will not be accepted. Please 
contact Client Services at (616) 795-4893 with any questions.

Specifications
• Manufacturer Part Number (MPN): B09LYPXPH6

• Input Interface: Micro HDMI (Type D) Male

• Output Interface: Standard HDMI (Type A) Female

• Bandwidth Capacity: 18Gbps High-Speed Transmission

• Resolution Support: 4K@60Hz, 2K@165Hz, 1080p Full HD

• Cable Structure: Double-Braided Nylon with 32AWG Copper Conductor

• Application Fitment: Tommy Car Wash Entrance/Exit control boards, Raspberry Pi 4/4B/5 
video outputs, automated kiosk monitor links, and digital signage integration.


