
Price as of: 9/4/2026 Page 1 of 1

Tommy Car Wash Systems
648 S POINT RDG

HOLLAND, MI 49423-9418 • United States
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*Prices subject to change without notice and do not include tax, shipping, or installation

Programmed 15HP Altivar 320 
Conv Drive Modbus 380-500 

VAC
Part Number: CCS-ATV320D11N4B-C-A
Description: ATV320D11N4B Conv Drive Modbus Programmed

Price: $1,828.0

Detailed Description
This programmed variable frequency drive is used in the Main Control Centers in the backroom 
of the wash. It is used as a conveyor drive modbus. It helps control the motors, pumps, and 
blowers used in the wash. This specific frequency drive has a supply voltage range of 380-500 
VAC and an output power of 15 HP. It offers many features including application specific 
functions, advanced connectivity, and open loop motor control. These drives are compatible 
with 3 Phase synchronous and asynchronous motors. The variable frequency drive is meant to 
be panel mounted. This variable speed drive is programmed and ready for install out of the 
box. If you don't see a specific variable frequency drive unit or need additional 
information, please contact our Client Services Team at (616) 795-4893 
or Clientservices@tommycarwash.com. 

Specifications
• Current Rating: 27.7 A

• Output Frequency: 0.1-599 Hz

• Horsepower: 15 HP

• Motor Power Rating: 11 kW

• Supply Voltage Range: 380-500 VAC

• # of Phases: 3-Phase

• Supply Frequency: 50/60 Hz

• Operating Temp. Range: 14F-122F

• Dimensions: 9-1/8" X 7-1/8" X 15-7/8"

Instillation
Specs Sheet
Common Fault Codes

https://assets.alliedelec.com/v1584641086/Datasheets/835ca9d173f1fbb29c81e698f791676a.pdf
https://tommycarwash.zendesk.com/hc/en-us/articles/1500001307522-Common-VFD-VSD-Fault-Codes-and-Causes

