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*Prices subject to change without notice and do not include tax, shipping, or installation

Tommy Water Treatment Center 
System 480V 60Hz

Part Number: 40006-48-6-K
Description: Please see our blog post below for more information:

Streamline Your Backroom Operations with Our Water Treatment Center | Tommy Car 
Wash Systems

Price: $67,150.0

Detailed Description
Water Treatment Center System used in the backroom of the wash site. This system 
combines the functions of the Reclaim and RO systems into one complete unit. The Water 
Treatment Center is built on a single stainless-steel frame with one centralized control panel. 
This system provides a 150 GPM Reclaim capacity, 10 GPM RO capacity, and 10 GPM 
Reject capacity. It is run on a mobile iPad that provides additional flexibility to the site to 
monitor both the Water Treatment Center and overall wash functions. An aerator is used 
instead of an ozone generator to allow for improved water quality in the reclaim tanks as well 
as reduced maintenance costs. The reclaim function solenoids and High-Pressure Rinse 
pump are both included in the Water Treatment Center instead of previously being installed 
on the All-In-One Pump Station. Included with this system is a dedicated trench flush 
manifold in the pit for water not in demand by the wash. Included with the Water Treatment 
Center is a skid of complimentary parts including a 10 cubic foot carbon filter tank, gravel, 
control valve clack head, resin funnel, carbon, etc.  

Please see our blog post below for more information:
Streamline Your Backroom Operations with Our Water Treatment Center | Tommy Car Wash 
Systems

Specifications
• Voltage: 480 VAC

• Horsepower: 16 HP

• Recommended Breaker: 30 A

• Reclaim Capacity: 150 GPM

• RO Capacity: 10 GPM

• Reject Capacity: 10 GPM

• Soft Cold Water Inlet Connection Size: 1-1/2" Stub Up

• Hard Cold Water Inlet Connection Size: 1-1/2" Stub Up

• Frame Material: Stainless Steel

• Dimensions: 102-3/4" X 32-3/4" X 92-3/8"
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