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*Prices subject to change without notice and do not include tax, shipping, or installation

3/4" Barb x 3/4" MNPT Straight 
Adapter (316 SS)

Part Number: P-WAT-2159
Description: 3LZ91 straight Barbed Hose Nipple fitting made from corrosion-resistant 316 Stainless 

Steel. It connects a 3/4" I.D. hose (via hose barb) to a 3/4" Male NPT threaded port

Price: $19.99

Detailed Description
This 316 Stainless Steel Barb Nipple is a durable adapter used to connect flexible hoses to 
rigid piping systems. Its combination of the hose barb and male pipe thread makes it versatile 
for low-pressure fluid transfer applications where hoses are frequently connected or 
disconnected. The 316 Stainless Steel construction is paramount, ensuring the fitting resists 
rust and chemical attack in the wet and chemical-heavy environment of a car wash.

Key features and benefits include:

• Superior Material: Constructed from 316 Stainless Steel, providing excellent resistance to 
corrosion, pitting, and general chemical exposure, ensuring a long service life.

• Dual Connection: Features a 3/4 inch Hose Barb on one end for use with 3/4 inch I.D. 
flexible tubing, and a 3/4 inch Male NPT (MNPT) thread on the other end for connection to 
a female pipe port.

• Low-Pressure Application: Specifically rated for a maximum pressure of 100 psi, ideal for 
low-pressure water suction and discharge, or general fluid transfer lines.

• Reusable Design: Constructed to be reusable, allowing for maintenance and replacement 
of hoses without damaging the fitting itself.

• Knurled Grip: The barb features a knurled grip type to help secure the hose when 
clamped with a double bolt or band clamp.

Specifications
• Manufacturer Part # (Mfr #): 3LZ91

• Alternate Part #: G0352362

• Product Type: Barbed Hose Nipple / Straight Adapter

• End A: 3/4 in Hose Barb (For 3/4 in I.D. Hose)

• End B: 3/4 in Male NPT (MNPT)

• Fitting Size: 3/4 in x 3/4 in

• Material Grade: 316 Stainless Steel

• Max. Pressure: 100 psi

• Fitting Connection Type: Barbed x NPT

• Application: Low Pressure Water Suction and Discharge Service


